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Analog and digital precision spirit levels

Horizontal-spirit levels
Lengths: 160, 200, 250, 300, 500 mm
Accuracies: 0.3, 0.1, 0.04, 0.02, 0.01
mm/m

Square type-spirit levels
Lengths: 100, 150, 200, 300 mm
Accuracies: 0.3, 0.1, 0.04, 0.02, 0.01
mm/m

Crank pin-spirit level
Lengths: 60, 90, 120 mm
Accuracies: 0.6, 0.3, 0.2, 0.1, 0.04 mm/m

Brench type-spirit levels
Lengths: 80, 100, 150 mm
Accuracies: 0.3, 0.1, 0.04 mm/m

Adjustable horizontal-levels
Lengths: 160, 200, 250, 300, 500 mm
Accuracies: 0.3, 0.1, 0.04, 0.02,
mm/m

0.01

Aluminium-levels
Lengths: 80, 100, 150, 200, 250, 300 mm
Accuracies: 0.6 mm/m, (0.1, 0.4 bei 80 mm)

Cross-levels

Lengths: 150 mm

Accuracies: 0.3, 0.1, 0.04, 0.02, 0.01
mm/m

Especially wide-spirit levels
Lengths: 90, 160, 200, 250 mm
Accuracies: 0.3, 0.1, 0.04, 0.02, 0.01 mm/m

Degree-spirit levels
Length: 300 mm
Accuracy: 1 Degree

Complete program of inclination
measurement technology
Precision spirit levels analog and digital, available from

our warehouse.

Request a non-binding offer via:

New items
Repair
Calibration

Accessories

Customer special production

2-axis-levels
Diameter: 60, 80 mm (MPA-Version)
Accuracies: 0.3, 0.6 mm/m,

MICROLEVEL Horizontal-levels
Length: 200 mm
Accuracy: 0.02, 0.01, 0.005 mm/m

MICROLEVEL square type-levels
Length: 150 mm
Accuracy: 0.02, 0.01, 0.005 mm/m

MICROLEVEL-Especially wide
Length: 200 mm
Accuracy: 0.02, 0.01, 0.005 mm/m

MICROLEVEL-Graph software
Curves diagram, remote control, remote
display , measurement protocol,
Excel-Export for Windows-PC/Laptop
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